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Features and Benefits
�  Superior Leakage Protection; Contact Area Is Double-Sealed for Excellent Moisture and Chemical Resistance
�  Thermoplastic Rubber Body Simulates Closed Entry Contact System to Prevent Probe Damage or Accidental Loss of

Spring Retention Due to Misaligned or Bent Pins
�  Rated to Meet or Exceed IP68, NEMA 6P
�  Exceeds Coast Guard Specifications for Water Tightness (CFR 46 Part 110.20)
�  Patented Grommet and “O” Ring Free Design Allows for Quick Assembly and Superior Ingression Protection
�  Abrasion-Resistant Thermoplastic Boot Provides Strain Relief and Accepts Cable Diameter 0.195" to 0.265"
�  Contact Terminal: Solder Cup Contacts (Factory Assembled Into Panel/Cord Connector Housings Ready to Be

Terminated)
�  No Grommets; Cable Clamp Assembly Features Living Hinges, which Snap Easily Onto and Holds the Cable
�  Housing Rated UL 94V-O Against Flammability

Panel Connectors

In-Line Connectors

DIN Plugs and Sockets

DIN is the name given to this high-quality family of versatile miniature audio connectors. Features include solder lug or PC
terminations, as well as bright nickel-plated or colorful plastic snap-on shells. Designed for audio circuitry, they are also
ideal for test equipment, computers and other types of low level circuits. Precision manufactured. The parts listed are a
small representation of a large and growing family. Call the closest sales office for parts not shown.

Right-Angle Receptacles for PC Mounting
Shielded

Unshielded

Straight Cord Plugs

Straight Receptacles

57PC5F

05CL5M

57HB3F

61GB6F

†Non-RoHS only available.

*Flared solder terminals.†Non-RoHS only available.

RoHS

RoHS

Harsh Environment Connectors and DIN Connectors

EN3™ Mini Harsh Environment Connectors Cable (Cord) Connectors

Stock
No.

Mfr.’s
Type

No. of
Pos. Description

EACH

1-9 10-24 25-49

70214331 EN3C2M16X 2 Male 3.40 3.28 3.08
70214332 EN3C2MX 2 Male 3.44 3.32 3.11
70214343 EN3C2F16X 2 Female 4.62 4.46 4.18
70214346 EN3C2FX 2 Female 5.89 5.69 5.33
70214347 EN3C3M16X 3 Male 5.60 5.41 5.07
70214348 EN3C3F16X 3 Female 6.25 5.99 5.50
70214350 EN3C3FX 3 Female 5.64 5.45 5.10
70214349 EN3C3MX 3 Male 3.81 3.68 3.45
70214352 EN3C4FX 4 Female 6.25 6.03 5.65
70214351 EN3C4MX 4 Male 4.90 4.74 4.44
70214354 EN3C5FX 5 Female 7.69 7.43 6.96
70214353 EN3C5MX 5 Male 4.97 4.81 4.50
70214356 EN3C6FX 6 Female 8.27 7.99 7.48
70214355 EN3C6MX 6 Male 5.57 5.38 5.04
70214357 EN3C7FX 7 Female 8.01 — —
70214358 EN3C8FX 8 Female 11.08 10.70 10.02
70214577 EN3CAP — Cap 1.13 1.09 1.02

Stock
No.

Mfr.’s
Type

No. of
Pos. Description

EACH

1-9 10-24 25-49

70214359 EN3P2M16X 2 Male 3.10 2.99 2.80
70214360 EN3P2F16X 2 Female 3.81 3.68 3.45
70214361 EN3P2FX 2 Female 4.15 4.01 3.76
70214362 EN3P3M16X 3 Male 4.03 3.89 3.64
70214363 EN3P3F16X 3 Female 5.44 5.26 4.92
70214365 EN3P3FX 3 Female 4.99 4.82 4.52
70214364 EN3P3MX 3 Male 3.83 3.70 3.46
70214367 EN3P4FX 4 Female 5.25 5.15 4.99
70214366 EN3P4MX 4 Male 4.21 4.06 3.80
70214369 EN3P5FX 5 Female 6.62 6.40 5.99
70214368 EN3P5MX 5 Male 5.08 4.91 4.60
70214371 EN3P6FX 6 Female 8.54 8.25 7.72
70214370 EN3P6MX 6 Male 5.42 5.24 4.91
70214372 EN3P7MX 7 Male 5.70 — —
70214373 EN3P8MX 8 Male 7.01 6.78 6.35
70214577 EN3CAP — Cap 1.13 1.09 1.02

Stock
No.

Mfr.’s
Type

No. of
Pos. Description

EACH

1-9 10-24 25-49

70214374 EN3L2M16X 2 Male 4.60 4.44 4.16
70214375 EN3L2F16X 2 Female 4.47 4.32 4.05
70214376 EN3L3M16X 3 Male 5.12 4.94 4.63
70214377 EN3L3F16X 3 Female 7.50 7.24 6.78
70214378 EN3L3MX 3 Male 4.22 4.08 3.82
70214379 EN3L3FX 3 Female 7.18 6.93 6.49
70214380 EN3L4MX 4 Male 4.74 4.58 4.29
70214381 EN3L4FX 4 Female 8.18 7.90 7.40
70214382 EN3L5MX 5 Male 5.44 5.26 4.92
70214383 EN3L5FX 5 Female 7.93 7.66 7.17
70214384 EN3L6MX 6 Male 6.05 5.84 5.47
70214385 EN3L6FX 6 Female 8.61 8.31 7.79
70214386 EN3L7MX 7 Male 8.09 7.81 7.32
70214387 EN3L8MX 8 Male 9.31 8.99 8.42

Stock
No.

Mfr.’s
Type Description

EACH

1-9 10-24

70214333 05CL3MX With 30° locking ring, 3 pins at 180° 6.87 6.64
70214223 05CL5MX With 30° locking ring, 5 pins at 180° 7.52 7.26
70214288 12CL5MX With 30° locking ring, 5 pins at 240° 8.88 8.57

70214328 05GM3MX Shielded barrel, 3 pins at 180° 3.70 3.58
70214296 05GM5MX Shielded barrel, 5 pins at 180° 4.87 4.70
70214232 12GM5MX Shielded barrel, 5 pins at 240° 5.37 5.19
70214334 12GM6MX Shielded barrel, 6 pins at 240° 5.27 5.10
70214240 15GM7MX Shielded barrel, 7 pins at 270° 5.33 5.15
70214202 15GM8M† Shielded barrel, 8 pins at 270° 4.53 4.37

70214292 05BL3MX Extended barrel, 3 pins at 180° 4.90 —
70214221 05BL5MX Extended barrel, 5 pins at 180° 4.15 4.01
70214335 12BL5MX Extended barrel, 5 pins at 240° 5.17 5.00
70214246 12BL6MX Extended barrel, 6 pins at 240° 5.48 5.29
70214224 15BL8MX Extended barrel, 8 pins at 270° 5.48 5.29

70214227 57HB3FX For locking ring plugs, 3 contacts at 180° 3.01 2.90
70214228 57HB5FX* For locking ring plugs, 5 contacts at 180° 3.49 3.37
70214266 61HA5FX For locking ring plugs, 5 contacts at 240° 3.95 3.82

70214275 57GB3FX For shielded and extended barrel plugs, 3 contacts at 180° 2.95 2.85
70214297 57GB5FX For shielded and extended barrel plugs, 5 contacts at 180° 2.77 2.68
70214210 61GB6F† For shielded and extended barrel plugs, 6 contacts at 240° 2.88 2.78
70214336 62GB7FX For shielded and extended barrel plugs, 7 contacts at 270° 3.35 3.23
70214290 62GB8FX For shielded and extended barrel plugs, 8 contacts at 270° 3.27 3.16

Stock
No.

Mfr.’s
Type Description

EACH

1-9 10-24

70214205 57PC5FS Mates with 3 or 5 pins, 5 contacts at 180° 2.52 2.44
70214211 62PC8FS Mates with 8 pins, 8 contacts at 270° 3.47 3.35

70214212 57PC5F Mates with 3 or 5 pins, 5 contacts at 180° 2.34 2.26
70214213 61PC5F Mates with 5 pins, 5 contacts at 240° 2.56 2.47
70214214 62PC8F Mates with 8 pins, 8 contacts at 270° 2.88 2.78

Cord
Connector
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