FAIRCHILD OPTOELECTRONICS

OPTO
COUPLERS—TRANSISTOR OUTPUT (Contd)

MAX RATINGS @ Tp = 25°C

Transistor Diode
Pp Ic Vceo VR IF Viso
DEVICE mw mA v v mA kv

Item NO.
1 IL16 200 —_ 30 3.0 150 1.5
2 |IL74 150 — 20 3.0 150 1.5
3 |H11A1 250 100 30 3.0 60 2.5
4 IH11A2 250 100 30 3.0 60 15
5 [H11A3 250 100 30 3.0 860 2.5
6 [(H11A4 250 - 100 30 3.0 60 1.5
7 |MCT2 250 - 30 3.0 60 15
8 |MCT2E 250 — 30 3.0 60 2.5
9 |MCT26 250 — 30 3.0 60 1.5
10 (TILH11® 250 - 30 3.0 100 15
11 |TIL112 250 — 20 3.0 100 1.5
12| TIL114% 250 —_ 30 3.0 100 2.5
13 [TIL11S 250 — 20 - 3.0 100 2.5
14 |TIL116 250 — 30 3.0 100 2.5
15 |TIL117 250 — 30 -3.0 100 2.5
16 |TIL118 250 — 20 3.0 100 1.5
17 {MOC1000 250 — 30 30 80 15
18  |MOC1001 250 — 30 3.0 80 2.5
19 |MOC1002 250 — 30 3.0 80 1.5
20 |[MOC1003 250 — 30 3.0 80 0.5

1. Standard transistor output

2. High speed transistor output
guaranteed 2.0 us max t; and t; with 100 & Ri

80 ustypat 1K 0 R

3. CTR guaranteed with transistor in saturation
4. JEDEC registered data and conditions

5. CTR typ at 1.0mA = 40%
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FAIRCHILD OPTOELECTRONICS

INPUT OUTPUT
COUPLED CHARACTERISTICS DIODE TRANSISTOR
CHARACT. CHARACT.
[=4
Min Current Transfer Ratio 3 -_‘_9) E
Ilcte @IF @VCE tr Y VF  @IF| VcE(sat) @lc @IF [ B2 &
% mA vV us 'V mA V. mAa ma|SES |Package
Typ Max Max (5} No.

6.0 10 10 2.0 1.5 60 0.5 16 50 024 Opto-37
12.5 16 5.0 25.0 — — 0.5 2.0 16 024 Opto-37
50 10 10 2.0 15 10 0.4 5 10 024 Opto-37
20 10 10 2.0 15 10 0.4 0.5 10 024 Opto-37
20 10 10 2.0 15 10 0.4 5 10 024 Opto-37
10 10 10 2.0 15 10 0.4 0.5 10 024 Opto-37
20 10 10 2.5 15 20 0.4 2.0 16 024 Opto-37
20 10 10 25 1.5 20 0.4 2.0 16 024 Opto-37
6.0 10 10 2.0 15 20 0.5 1.6 60 024 Opto-37
12 16 0.4 5.0 1.4 16 0.4 2.0 16 024 Opto-37
2.0 10 5.0 15.0 1.5 10 0.5 20 50 024 Opto-37
12 18 0.4 5.0 14 16 0.4 2.0 16 024 Opto-37
20 10 5.0 15.0 1.5 10 0.5 2.0 50 024 Opto-37
20 10 10 7.0 1.5 60 0.4 2.2 15 024 Opto-37
50 10 10 9.0 14 16 0.4 0.5 10 024 Opto-37
10 10 5.0 15.0 15 10 0.5 20 50 024 Opto-37
20 10 10 2.8 1.5 50 0.5 20 50 024 Opto-37
20 10 10 2.8 15 50 0.5 20 50 024 Opto-37
10 10 10 2.8 1.5 50 0.5 2.0 50 024 Opto-37
10 10 10 2.8 1.5 50 0.5 2.0 50 024 Opto-37
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